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H E A T  D E T E C T O R  T E

fast
efficient
convenient
innovative
safe
patented
9m reach



Heat Detector Testing: WhY and How ?
National standards require that heat detectors are tested regular ly by appl icat ion of a heat source.

The SOLOTM range includes two professional, alternative

solutions to meet that requirement:

.1 
. The cordless SOLO 461, incorporating the innovative

CATrM (Cross Air Technology), activates 95o/o of all spot /

point type heat detectors (fixed temperature, rate of rise

and combination) within seconds and many times faster

than previous designs.

The rechargeable Battery BatonsrM, mounted inside the

access pole, enable safe and efficient testing without any

trail ing cables / cords or the need for a safety transformer.

Or, for those seeking o lower cost solution,

SOLO RANGE INTEGRATION

Both products integrate with the universal SOLOTM range, which represents today's most advanced system for

testing, removing and replacing both smoke and heat detectors at heights up to 9 metres / 30 feet.

2. The SOLO 423/424" provides a powerful heat source

contained within the transparent cup, which enables a view

of the i l luminated LED upon successful activation.

While the SOLO 4231424* does need a power cord / mains

cable, it is nonetheless a professional heat detector testing tool,

designed for safe use in the appropriate environment without

causing damage to the heat detector.

- SOLO 423/424 is olso ovoiloble with other coble / cord ond plug
o pti ons for i nte r nati o no I use



What is CATrM ?
The rcvolutionary and patented CATrM (Cross Air Technology) system applies
the st imulus d i rect ly  to  the sensor in  the most  ef f ic ient  way possib le -  hor izonta l ly .

In  the case of  heat  detector  test ing,  CATIM:

Reduces test  t imes dramat ica l ly .

Sets detcctors in to a larm more rapid ly  than any other  safe technique.
L lses the min imum power necessary,  thcreby extending bat tery l i fe .
Sui ts  ratc  of  r ise,  f ixed temperature and combinat ion c letcctors up to 90 'c  /  1
Minimiscs the possib i l i ty  of  heat  damage to the p last ic  of  the detcctor

Under the control of a microprocessor,

blown air is heated by the element
just before exiting the duct. The narrow
opening focuses the heat into a ,beam,.

94'F.

lhc SOLO 461 incorporates a ' re ference p lat form' ,  which ensures that  the beam of  heated
air  is  l ined up correct ly  wi th the sensor,  whatever  s ize and shape of  dctector .

Uncier  the contro l  o f  a microprocessor ,  b lown ai r  is  heated by the e lement
just  before ex i t ing the duct .  The narrow opening focuses the heat  in to a 'beam'.

Because the hot 'beam'of  a i r  is  targeted d i rect ly  at  thc sensor,  substanl ia l  amounts of  energy
and t imearesaved .Th i sdes igna l l owsmanymore tes t spe rBa t t c r yBa ton lM  thaneve rbe fo rc

soll.o 461 CORDLESS (cATrg HEAT TESTER
rhe solo 461 provides a solution for testing heat detectors that is second to none.
Its patented design is convenience itself, whilst offering the fastest functional test possible
in the safest and most controlled way.

Heat is directed straight at the detector sensor.

Sets 95% of all spot / point heat detector types into alarm within seconos.

Tests detectors up to 9m / 30ft with SOLO universal access poles.

No cables / cords - power from Battery BatonrM is delivered to unit via the frame.

Uses same Battery BatonsrM and charger as previous model - no need to buy new ones.

Infra-red beam is broken by detector to activate heat generation.

Microprocessor control maintains constant heat and airf low with variations in batterv voltaqe.

Coes into standby after 1 20 secs of use for protection.

Switches off completely after 5 minutes in standby for further protection.

Supplied with 2 Battery BatonsrM and fast charqer

(operates trom 1 1 0 / 120,220 / 240V AC supply or

1 2V DC car battery).
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Other interchanqeable equipment avai lable in

tf-l. (!FEO range includes:

o Functional smoke detector tester.

o A s inqle universal  detector  removal  /

extract ion tool .

o Telescopic access pole lo 6m / 20ft.

o Further extension poles to 9m / 3Oft.

Smoke detector sensitivity
testing instrument

Other brochures available:

e!d"S

The world's genuine leader in
universal smoke and heat detector
test and service devices.

Manutactured by No Climb Products Ltd.

Edison House, 163 Dixons Hiil Road, Wetham Green,
Hertfordshire, ALg 7JE UK.

Teeeeel: +44(0)1707 282760 Fax: +44(0\1707 282777
Website: www.noclimb.com
Email: sales@noclimb.com

Specifications

SOLO 461 (CATrv Cordless)
Suitable detector types :

Maximum detector size :

Number of test:

Maximum height :

Approvals:

Safety Features:

Operating features:

Environment:

Relevant Weights and

Solo 460:

Solo 720:

So lo725 :

Dimensions
Weight
0.60kg I 21oz
0.50kg / 1 8oz
0.39k9 / 14oz

Suitable detector types:
Maximum height :

Operating voltages:

Power:

Frequency:

Cable length:

Type of connector:

Weight (incl. 5m cable):

Dimensions:

Part No

Solo 423:

Solo 424:

Solo 425:

Solo 460:

Solo 461:

Solo 720:

>oto / z):

Solo 822:

Spot / Point type, Rate of Rise, Fixed Temperature and Combination up to 90"C / 194"t
Any - so long as the sensing element can be targeted by the heat source
Typically 50 tests of 30 secs duration per Battery Batonn
Limit less,  i f  us ing one Battery BatonrM whi ls t  charging another
Up to 3m / I Oft using SOLO 461 alone. Up to 9m / 30ft using SOLO extension poles
Ct Mark

UL listed (charger)

Battery over-cu rrent cut-out

Element safety cut out after 1 20 seconds

Auto power off after 5 mins

Colour coded LED user feedbacx

Automatic infrared sensing of detector
Multi position head

t hour recharge time for Battery BatonrM (car- l2V DCor 
,l10/ 

120 -220 / 240V AC)
Operating temperature 5"C to 45"C / 40"F to i15"F
Storage Temperature -1 0'C to 50'C / 1 5"F to 1 20"F
Humidi ty:  0-85% RH non-condensing

Dimensions

lnside diameter 
' l00mm 

/  4 in approx

Diameter 29mm / 1.15in, Length 490mm / 19.3in
80mm /  3.1 in (w) X 50mm /  5.9 in ( l )  X 60mm /2.4in(h)
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SOLO 423/4* (Corded / Mains Powered)

Description

1 10 - 
'l 
20VAC Mains Power Heat Detector Tester

220 - 24OVAC Mains Power Heat Detector Tester
5m Opt ional  Cable

Cordless Heat Detector Tester - note: requires Solo 72O and Solo 725
Cordless Heat Detector Test kit including:
1x Solo 460 CAT]M Cordless Heat Detector Tester
2x Solo 720 Battery BatonrM

1 x Solo 725 Universal Battery Charger

Battery BatonrM for Solo 460

Universal Fast Charger for Battery BatonsrM

Solo kit incorporating Solo 1 00 Telescopic Pole, Solo 200
Removal Tool, Solo 330 Smoke Dispenser, Solo 461 and
Solo 610 Carry ing Bag

PLEASE SPECIFY COUNTRY OF UsE WHEN ORDERINC
NB. DetaiJs of produ.ts descr ibed in lhe publ icat ion are subiect to chanee without not ice

Spot /Po in t type ,Rateo f  R ise ,F ixedTempera tureandCombinat ionupto  90 .C/194.F
Up to 9m / 30ft using SOLO extension poles
1 10 - l20VAC or 220 - 240YAC
700W approx
5 O / 6 0 H 2
5m
Dependant on variant ordered
1.20k9 / 2lb 6oz
Inside diameter 1. l5mm / 4.5in approx, working depth 80mm / 3in approx

Satety: Thermal cut out, electrically {used, double insulated
. SOLO 423/4 is also available with other cable and plug options for international use

Please note the following important information regarding these products:

Ordering Information

Tw'
d h '

Lt32075


